
Godkendte køretøjer til eftermontering af 

partikelfilter  

DATO 26-04-2023 

 

- Chevrolet Silverado 6.6L 

- Ford F150/F250/F350 

- Ford Transit 2.2/2.4/2.5/3.2 D 

- Fiat Ducato, 2.0/2.3/2.4/2.8/3.0 

- Iveco Daily 2.3/2.5/2.8/3.0 

- Land Rover Defender 2.4/2.5 

- Land Rover Discovery 2.7/3.0/3.6  

- Land Rover Freelander 

- Land Rover Range Rover 

-Mercedes C-klasse R4/V6 

-Mercedes E-klasse R4/R6/V6 

-Mercedes ML-klasse R5/V6        

- Mercedes G-klasse 

- Mercedes GL-klasse CDI 

- Mercedes ML 270/320/400/420 

- Mercedes Sprinter 

210/211/212/311/312/313/315/316/318 

- Mecedes Vito 2.2/3.0 

- Mercedes Viano 2.2/3.0  

- Mitsubishi Pajero 2.8/3.0/3.2/3.5 

- Mitsubishi L200/L300 

- Nissan Atleon 3.0 

 

 

 

 

 

 

 

 

 

 

- Nissan 2.5 Di 4x4 King Cab 

- Nissan Navara 2.5/3.0  

- Nissan Patrol 2.8/3.0  

- Peugeot Boxer 2.0/2.2/2.8/3.0 

- Renault Master 2.0/2.2/2.8/3.0  

- Suzuki Grand Vitara 1.9/2.0  

- Toyota Dyna 2.5/3.0/4.2/4.6 

- Toyota HiAce 2.4/2.5  

- Toyota HiLux 2.4/2.5/3.0  

- Toyota Land Cruiser 3.0/4.2/4.5  

- Toyota Land Cruiser BJ40/BJ45  

- Toyota RAV4 2.0/2.2 

- Toyota Verso D 

- Toyota Verso 2.0/2.2 

- VW Crafter 2.5 TDI 

- VW LT  

- VW Taureg 2.5/3.0  

- VW Taro 2.4D/2.5D 

- VW Transporter 1.9/2.0/2.4/2.5  

 


